	VI3270T

Diversity Anti-Doppler Mobile DVB-T Receiver
	VISSON



	General
The state-of-the-technology VI3270T Diversity Anti-Doppler Digital TV STB is specifically designed by Visson for the best mobile digital TV reception.  With properly installed dual opposite-directed antennas, VI3270’s dual anti-Doppler RF cores inter-compensate with each other to pick up the slightest digital TV signal wave.  

In addition to ITU DVB and Nordig II full compliance, anti-shock and anti-violation, and Car-Break Video-Shutoff functions, VI3270T also comes with 3 composite video outputs that allow for three (3) simultaneous TV screen connections, as well as two (2) composite A/V inputs that allow for additional A/V devices connection such as DVD player.

With all the specially designed in-vehicle features and the exceptional Diversity Anti-Doppler RF for reception, VI3270T is in its own class and the ultimate in-vehicle mobile digital TV receiver.

	Applications

· DVB-T Digital Terrestrial TV
· High-Speed Mobile DVB-T Digital Terrestrial TV

· High-Speed DVB-T Modem (Optional w/I Data S/W)
Key Features and Specifications

· Diversity Anti-Doppler Mobile Digital TV Reception
· ETS 300 744 DVB-T and Nordig II Full Compliance

· Full 47~860 MHz Frequency Range for VHF & UHF

· OFDM Demodulation 2K & 8K FFT for SFN & MFN

· Supports QPSK and 16 / 64QAM Constellations

· Multi-lingual Support w/I optional Unicode Font

· In-the-field Air Downloader

· Easy and User Friendly User Interface
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	Diversity Anti-Doppler for High-Speed DTV Reception
	
	Full 47~860MHz VHF / UHF Freq.

	ETS 300 744 DVB-T Compliance
	
	Auto-Switch QPSK / 16 / 64 QAM

	Full DVB / MPEG-2 Compliance
	
	Unicode Multi-Lingual Support*

	Automatic Channel Scanning
	
	Compact and Light-Weight
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	Key Features and Specifications
· Diversity Anti-Doppler Mobile DVB-T DTV Reception
· Full ETS 300 744 DVB-T and Nordig II Compliance

· Full 47~860 MHz Frequency Range for VHF and UHF
· OFDM Demodulation 2K and 8K FFT for SFN and MFN

· Software Selectable 6, 7 and 8-MHz Channel Bandwidth
· Supports QPSK and 16/64QAM Constellations

· Multi-lingual Support w/I optional Unicode Font

· In-the-field Air Downloader

· Easy and User Friendly User Interface

· Compact and Light Weight (A5 / 1Kg)
DVB / MPEG2 Transport and De-Multiplexing

· ISO/IEC 13818-1 MPEG-2 Transport Stream Compliance

· 60Mb/s Max. Input Data Rate

· 32 User Programmable PIDs

· DVB Common Descrambler for TS and PES

Video Decoding and OSD

· ISO/IEC 13818-2 MPEG-2 Video MP@ML Compliance

· ISO/IEC 11172-2 MPEG-1 Video Compliance

· Resolution: 720x480 for NTSC and 720x576 for PAL

· 16:9/4:3, 3:2 Pull Down, Letterbox and Pan/Scan

· 8-Layer Video and Graphics planes

· 4/16/64/256 Colour (2/4/6/8-bit) OSD

Audio Decoding

· ISO/IEC 13818-3 MPEG-2 Audio Compliance

· ISO/IEC 11172-3 MPEG-1 Audio Compliance

· Single / Dual / Joint Stereo / Stereo

· Sampling Rate Up To 48 KHz

· Supports Linear PCM Sample Rates Up to 96KHz
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	Network Interface Module – DVB-T COFDM

· Diversity Anti-Doppler Mobile DVB-T DTV Reception

· Full ETS 300 744 DVB-T and Nordig II Compliance

· Full 47~860 MHz Frequency Range for VHF and UHF
· OFDM Demodulation 2K & 8K FFT for SFN & MFN

· Symbol Rates : up to 34 MS/s

· Automatic Adjacent-Channel Interference Cancellation

· Supports QPSK and 16/64QAM Constellations

· Supports 1/4, 1/8, 1/16, 1/32 Guard Interval

· Supports FEC Decoding : 1/2, 2/3, 3/4, 5/6 and 7/8
· Supports Reed-Solomon (204,188) ETS 300 477
Front Panel 

· Power-On LED

· 12V Power Connector

· LCD Control Panel 9-pin Mini-Din Connector (Optional)

· Wired Remote Control Connector (Optional)

· USB Data-In Connector
Rear Panel

· Antenna-In : F-type * 2
· Stereo Audio Output (RCA) * 1

· Composite Video Output (RCA) * 3

· Composite Video Input (RCA) * 2

Safety and Reliability

· EMC : According to the Regional Approbation Rules

· Safety : According to IEC65

· Operation temperature : +5(C ~ +40(C

· Storage temperature : -10(C ~ +70(C

Mechanical Specification

· Dimensions (WxDxH):  203mm x 165mm x 38 mm

· Weight :  1 Kg

	For more information, please contact:


Visson Technologies Inc.



Tel.:

+886-2-2218-8010


7F, 96, Min Chuan Rd., Hsin-Tien

Fax:

+886-2-2218-8020


Taipei Hsien, Taiwan. R.O.C.


EMail:
VissonInfo@via.com.tw










